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- Hot dip galvanized according to ISO 1461 standard
Up to and including 35 mm. ±0.7 mm. Over 35 mm. ±2% 

- Tolerances unless otherwise stated to be:
- Manufactured acording to IEC 61284 standard - M.B.S.L.: 10.000 daN 

- Range: Ø25-36 mm 
- Torque: 60 Nm
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17/03/2016 GS-5T
SUSPENSION CLAMP 

- Coating thickness. Local: 40μm. Average: 50μm

TOTAL WEIGHT: 2.08 Kg.
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No. QTY. DESCRIPTION MATERIAL CODE STANDARD WEIGHT (Kg.)

8 1 STAINLESS STEEL 4,5x37 SAFETY PIN STAINLESS STEEL 0027 - 0.00
7 1 NUT METRIC 16+0.6 GALVANIZED STEEL 0025 DIN-934 0.03
6 1 BOLT M16x108 SHANK 77 8.8 GALVANIZED STEEL 1083 DIN-931 0.20
5 4 SPRING WASHER METRIC 14 GALVANIZED STEEL 0974 DIN-127 B 0.01
4 4 NUT METRIC 14+0.4 GALVANIZED STEEL 0988 DIN-934 0.02
3 2 GS-5, GS-5-AE AND GST-5 CLAMP U-BOLT GALVANIZED STEEL 0163S UNE-36.034 0.21
2 1 SUSPENSION CLAMP KEEPER ALUMINIUM ALLOY 0157 EN-1.706 0.15
1 1 SUSPENSION CLAMP BODY ALUMINIUM ALLOY 0152 EN-1.706 1.14


